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Product Overview 

Profile 

JZ_T30 searchlight, 30W lighting power, weighs only 110g, 14 degree spotlight angel, the ligh

ting brightness at 50 meters exceeds 24lux. It is equipped with a single-axis stabilized gimbal,

supports camera linkage,DJI Pilot 2 control, adapts to DJI Mavic 3E and Mavic 3T. 

Part Name 

1. DJI SDK interface 

To connect Mavic 3/Mavic 3T series interface 

2. Quick assembly screw
 

To help mounting the payload

3. Lamp caps group

Provide remote lighting and search 

4. Gimbal 

0 to -90°pitch，surport dual gimbal linkage 
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Installation and startup 

Support aircraft 

1.Support aircraft：Mavic 3E/Mavic 3T.

 2.Please upgrade your drone to the latest firmware. 

3.Please ensure that the drone is in normal condition before use. 

Mounting 

Forward direction

 

 

 

 

 

Mount to drone 

1. Connect the payload SDK interface into the drone PSDK interface, and lock the load bracket screw in

    to the drone screw hole to ensure locking.

2. The above operations are performed when the drone is shut down. Start the remote control first, and 

    then start the drone. 

Interface
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Gimbal controlling 

1．Left clickwheel 

To control T30 gimbal pitching  

  

2．Right clickwheel 
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LED Control 

Dual gimbal linkage

(open by default))

 

 

LED Brightness

Gimbal control Display real time data

Alarm Lamp Control
 



Fine-tune Upwards/Down use for lights not centered
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Payload Settings 

 

 

 

 






